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Converter RS232 RS485 Plus 
 

MANUAL 

To obtain the complete manual please go to 

 

    www.adfweb.com/download 

    or 

    www.adfweb.com/download/filefold/Converter_RS232_RS485_MN67118_ENG.pdf 

 

To obtain the new version of this boxsheet please go to 

 

    http://www.adfweb.com/download/filefold/BS67118_ENG.pdf 

 

  

CONNECTION SCHEME: 
 

V – V+

Connector1:
Power Supply

V-  = Ground
V+ = Positive wire

12/18 VAC – 4 VA
12/24 VDC – 4 Watt

S  B  A

Jumper1:
Termination Modbus Line

     = Open      = 220 ohm

Connector2:
Modbus on RS485

S = Shield
B = Negative wire
A = Positive wire

Rail DIN
Clamp

12 Vac
Or

24 dc

--  +
S -- +

Led1:

Green
RS-485 
Comunication

Led2:

Yellow
RS-232 
Comunication

Led3:
Green
RUN
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Port RS232 (D-SUB9-Male)

PIN2 = TX
PIN3 = RX
PIN5 = GND

Used for:
A) Programmation Port
B) Modbus on RS232

To connect the device to the COM 
port of a PC in order to set it.
You have to use the programming 

cable AC34107.

Or a cable made as showed here: Jumper2:
Boot mode

          = Yes Jumper 
             Boot Mode

          = No Jumper 
             Normal Mode
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CABLE
Side A
FEM

CABLE
Side B
FEM
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SET SWITCH BAUD RATE: 
 
Switches  n° 1, 2, 3 
 
BAUD RATE (bps) Dip 1 Dip 2 Dip 3 

    

1200 OFF OFF OFF 

2400 ON OFF OFF 

4800 OFF ON OFF 

9600 ON ON OFF 

19200 OFF OFF ON 

38400 ON OFF ON 

57600 OFF ON ON 

115200 ON ON ON 
 
SET  SWITCH PARITY: 

 

Switches n° 4, 5 

 

PARITY Dip 4 Dip 5 

   

NO PARITY OFF OFF 

EVEN PARITY ON OFF 

ODD PARITY OFF ON 

 

SET SWITCH BIT STOP: 
 
Switch n° 6 

 

BIT STOP Dip 6 

  

1 OFF 

2 ON 

 

 

 
 
CHARACTERISTICS OF THE CABLES: 

The connection from RS232 socket to a serial port (example one from a personal computer), must be 

made with a NULL MODEM cable (a serial cable where the pins 2 and 3  are crossed). 

It is recommended that the RS232 Cable not exceed 15 meters.  
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